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RG Coaxial Cable 

 

 

 

APPLICATION 

RG6, RG11, RG58, RG59, RG179, RG 213 cables for high quality RG Type 

Coaxial cables, 50 or 75 Ohm is suitable for many applications, including 
low power video, video signal, and broadband signals. 

 

CHARACTERISTICS 

Voltage Rating 
30V 

 

Temperature Rating 

-20°C to +75ºC 
 

CONSTRUCTION 

Conductor 
RG6 / RG11 / RG59: CCS (Copper Clad Steel) RG58 / 
RG179: TCW (Tinned Copper Wire) RG59 Shotgun: CCA 
(Copper Clad Aluminium) RG213: Plain Copper 

 

Insulation 
RG6 / RG11 / RG 179: FPE (Foam Skin Polyethylene) RG58 / RG59 / 

RG59 Shotgun / RG213: PE (Polyethylene) 
 

Shield 

RG6: Aluminium foil 
 

Braiding 
RG6 / RG59 / RG59 Shotgun: CCA (Copper Clad Aluminium) RG58: TCWB 

(Tinned Copper Wire Braid) 
 

Sheath 
RG6 / RG11 / RG58 / RG59 / RG179 / RG213: PVC 

(Polyvinyl Chloride) 
RG59 Shotgun / RG213 LSZH: LSZH 
(Low Smoke Zero Halogen) 

 

Sheath Colour 

 Black 

 STANDARDS 

  KS EN 50117-1 
  Flame Retardant to EN 60332-3-10, IEC/EN 60332-1-2 
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DIMENSIONS 
 

COAXIAL CABLE NO. OF 
STRAN

DS 

NOMINAL 
DIAMETER OF 

STRANDS 
mm 

NOMINAL OVERALL 
DIAMETER OF 
INSULATION 

mm 

NOMINAL 
OVERALL 

DIAMETER 
mm 

NOMINAL 
WEIGHT 
kg/km 

RG6 1 1.04 4.6 6.6 37 
RG11 1 1.78 7.24 10.1 152 

RG59 1 0.67 3.7 6.15 52 

RG59 SHOTGUN LSZH 
CCA 

1 (2) 0.58 3.7 6.1 x 12.4 91 

RG179 1 0.36 1.65 3.05 15 

RG213 PVC 7 0.75 7.24 10.3 57 

RG213 LSZH 7 0.75 7.25 10.3 57 

RG58PVC 19 0.18 2.95 4.95 - 

 

ELECTRICAL CHARACTERISTICS 
 

COAXIAL CABLE NOMINAL CAPACITANCE 
pf/m 

IMPEDANCE 
ohms 

VELOCITY RATIO 
% 

RG6 54 75 85 
RG11 54 75 85 

RG59 72 75 66 

RG59 SHOTGUN LSZH 
CCA 

70 75 66.6 

RG179 54 75 82 

RG213 PVC 101 50 81 

RG213 LSZH 101 50 81 

RG58PVC 97 50 60 
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All of the above information, including drawings, illustrations and graphic designs, reflects our present understanding and is to the best of our knowledge 
and belief correct reliable. Users, however, should independently evaluate the suitability of each product for the desired application. Under no 
circumstances does this constitute an assurance any particular quality or performance. Such an assurance is only provided in the context of our product 
specifications or explicit contractual arrangements. Our liability for products set forth our standard terms and conditions of sale 
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