
 

 

     

 

MULTIMODE FIBRE OM4 – 50/125µm 
 

Cable Design       GR-409-CORE 
   

 

 Tight buffer: Each fiber is buffer to 0.9mm with LSZH. 
 

 Strength Member: Water Blocking Aramid yarn. 
 

 Outer Sheath: LSZH. 

Technical data 
No. of Fibres   8  

Design   1×8 TB  

Tight buffer mm  0.9 ± 0.05  

Outer sheath thickness mm  0.75 ± 0.10  

Cable Nominal Diameter mm  5.4 ± 0.20  

Max installation tension N  660  

Max operation tension N  198  

Min. bending radius mm Without Tension  Under Maximum Tension 

10 × Cable-Ø 20 × Cable-Ø 

 
Temperature range °C  

 
°C  

Installation Transport. & Storage Operation 

-10 -> +60 -40 -> +70 ; -20 -> +70 

Main characteristics   
Test Standard Value Sanction* 

Maximum Tension at 
installation (short term) 

IEC 60794-1-2-E1 660 N fibre strain  0.6%,  reversible 

Crush (short term) IEC 60794-1-2-E3 500 N / 
100mm 

  0.4 dB (MM), 0.3 dB (SM), no damage

Temperature range IEC 60794-1-2-F1 -20 -> +70°C   0.6 dB /km (MM), 0.4 dB /km (SM)

    

* values for multi‐mode fibres, all optical measurements performed at 1300 nm. 

  


