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DATASHEET

CATEGORY: APLIWELD®-E
NAME: Apliweld-E:Electronic starter(10ud)
REFERENCE: AT-010N

PRODUCT DESCRIPTION

Apliweld-E: 10 units of electronic starter for exothermic welding.

Its safety handle and storage features reduce labor risks.

Safe & easy setup.

Application>
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Datasheet: Apliweld-E:Electronic starter(10ud) / AT-010N
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Datasheet: Apliweld-E:Electronic starter(10ud) / AT-010N

DATASHEET

Reference AT-010N

Dimensions ø24 mm x 26 mm

Units per pack 10 starters

Packaging dimensions 125 x 105 x 40 mm

Total weight 130 g

Time of reaction <10 seconds

Material Not flammable

Includes 10 metal retaining disks

INSTRUCTIONS

SAFETY AND MAINTENANCE>

Read carefully the particular product instructions supplied in all Apliweld® products before its use.

All personnel that will carry out Apliweld exothermic welding should be duly trained in the correct usage of the product.

OTHER INFORMATION

RELATED PRODUCTS>

AT-100N
Kit Apliweld-E: Ignition
kit

AT-020N
Apliweld-T: Welding
tablets (20u)

Aplicaciones Tecnológicas, S.A. reserves its right to modify the information in this data sheet without prior notice.This publication cannot be copied, reproduced, transcribed or translated, either
wholly or in part, without the consent of Aplicaciones Tecnológicas, S.A.
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