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DATASHEET

CATEGORY: Spark gap for earth bonding
NAME: Spark gap for earth joint
REFERENCE: AT-050K

PRODUCT DESCRIPTION

Spark gap for earth bonding with brass clamps for ø 8 - 10 mm (50 - 70 mm²) cable and 30 x 2 - 30 x 3.5 mm tape.

AT-050K is the most appropriate means of joining the different earth connections when this
connection cannot be made directly as, for example, it may cause corrosion problems.

When a discharge occurs and the voltage increases in the earth connections, the spark gap
will activate, directly joining the earth connections and thus preventing current passing from
one to another through equipment or internal installations.

Application>

1/3



Aplicaciones Tecnológicas S.A. - Parque Tecnológico de Valencia - Nicolás Copérnico, 4 - 46980 Paterna (Valencia), Spain T +34 961 318 250 - F +34 961 318 206 -  atsa@at3w.com - at3w.com

D
at

e:
 0

3/
06

/2
02

1

Datasheet: Spark gap for earth joint / AT-050K
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Datasheet: Spark gap for earth joint / AT-050K

DATASHEET

Reference AT-050K

Dimensions 216 x 57 x 38 mm

For tape 30 x 2 - 30 x 3.5 mm

For cable (diameter) 8 - 10 mm

For cable (section) 50 - 70 mm²

Material/s Polyurethane resin

Weight 1000 g

Includes 2 x AT-020F

Lightning impulse current (10/350µs wave) > 100 kA

Nominal discharge current 50 kA

Protection level 1.2/50µs wave) < 4 kA

Working temperature 55 °C to + 85 °C

Standards Complies with UNE 21186, NF C 17-102, IEC 62305

Diagram (mm)> Components>

INSTRUCTIONS

INSTALLATION>

The protector has two AT-020F clamps for installation.

It is advisable to carry out installation in a specific earth pit.
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Datasheet: Spark gap for earth joint / AT-050K

OTHER INFORMATION

ACCESSORIES>

AT-020F
Naval brass tape and
cable square clamp

RELATED PRODUCTS>

AT-010H
250x250x250mm
polypropylene earth pit

Aplicaciones Tecnológicas, S.A. reserves its right to modify the information in this data sheet without prior notice.This publication cannot be copied, reproduced, transcribed or translated, either
wholly or in part, without the consent of Aplicaciones Tecnológicas, S.A.
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