
Product data sheet
Characteristics

E8331PIR3_WE
AvatarOn, PIR occupancy sensor switch, 200VA,
3 wires, white

Main
Range AvatarOn
Product or component type PIR switch
Device presentation Complete product
Device application Control
Load type Incandescent lamp: 200 W for 220 V AC

High voltage halogen lamp: 200 W for 220 V AC
Low voltage halogen lamp with ferromagnetic transformer: 200 VA
Low voltage lamps with electronic transformer: 200 VA
Fluorescent lamp with conventional ballast: 100 VA for 220 V AC
Fluorescent lamp with electronic ballast: 100 VA for 220 V AC
Compact fluorescent lamp: 60 W for 220 V AC
LED lamp: 60 W for 220 V AC

Colour tint White

Complementary
Rated voltage 220 V AC
Supply voltage limits 198…264 V AC
Network frequency 50 Hz +/- 3 Hz

60 Hz +/- 3 Hz
Protection type Overload protection

Overvoltage protection
Detection angle 110°
Connections - terminals 3 brass pillar
Clamping connection capacity 2 x 2.5 mm²
Time delay 60 s, tolerance +/- 10 s
Material Polycarbonate: plastic part

Zinc plated steel: terminal screw
Surface finish Glossy
Fixing center 60.3 mm
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Fixing mode M4 screw fixing
Device mounting Flush
Height 86 mm
Width 86 mm
Depth 40.28 mm
Embedding depth 35 mm
IP degree of protection IP20

Environment
Ambient air temperature for operation 0…40 °C
Ambient air temperature for storage 0…60 °C
Relative humidity 10…95 % non-condensing
Operating altitude 0...2000 m
Environmental characteristic UV resistant

Dust resistant
Oil resistant
Salt mist

Standards IEC 60669-2-1:ed. 4.1, 2009
CE

Packing Units
Package 1 Weight 89.200 g
Package 1 Height 46.300 mm
Package 1 width 88.000 mm
Package 1 Length 88.000 mm

Offer Sustainability
Sustainable offer status Green Premium product
REACh Regulation REACh Declaration
EU RoHS Directive Compliant

EU RoHS Declaration
Mercury free Yes
RoHS exemption information Yes
China RoHS Regulation China RoHS declaration

Product out of China RoHS scope. Substance declaration for your information
Environmental Disclosure Product Environmental Profile
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https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=465786892&lang=en-us
https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=465786892&lang=en-us
https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=465786892&lang=en-us
https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=465786892&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP1604003

