Product datasheet
Characteristics

E8332USB_WE
AvatarOn, USB charger, 2 type A, 2.1 A, White

Price* : 640.19 USD

gehnelder

Main

Product or component type

USB charger

Integrated connection type

Complementary

2 USB type A 5V DC, maximum load current: 2.1 A

Device mounting Flush

Device presentation Complete product
Colour tint White

Surface finish Glossy

[Ue] rated operational voltage 100/240 V AC 50/60 Hz
Maximum load current with 2 outputs 21A

used simultaneously

Material

PC (polycarbonate)

Connections - terminals

Screw terminals

Screwdriver shape

Phillips combined

Clamping connection capacity

1.5...2.5 mm? for flexible cable(s)
1.5...2.5 mm? for rigid cable(s)

Height 86 mm
Width 86 mm
Depth 40 mm
Environment

Standards IEC 60950-1
Electrical insulation class Class Il

IP degree of protection IP20
Packing Units

Package 1 Weight 100.000 g

* Excluding VAT, FCA Jabal Ali & are subject to change - check with your local distributor.
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Disclaimer: This documentation is not intended as a substitute for and is not to be used for determining suitability or reliability of these products for specific user applications



Package 1 Height

34.000 mm

Package 1 width

86.000 mm

Package 1 Length

86.000 mm

Offer Sustainability

Sustainable offer status

Green Premium product

REACh Regulation

REACh free of SVHC Yes
EU RoHS Directive Compliant
Toxic heavy metal free Yes
Mercury free Yes

RoHS exemption information

China RoHS Regulation
Pro-active China RoHS declaration (out of China RoHS legal scope)

Environmental Disclosure



https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=482733011&lang=en-us
https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=482733011&lang=en-us
https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=482733011&lang=en-us
https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=482733011&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP1610004EN

