
Product datasheet
Characteristics

KB34_WE
16AX 250V 4 GANG 2 WAY SWITCH

Main
Range Vivace

Complementary
Projecting depth 8 mm
Embedding depth 35 mm
Tightening torque 0.4 N.m
Width 146 mm
Height 86 mm

Environment
Ambient air temperature for operation -5…40 °C
Relative humidity 0…95 %

Packing Units
Package 1 Weight 126.000 g

Offer Sustainability
Sustainable offer status Green Premium product
REACh Regulation REACh Declaration
EU RoHS Directive Compliant

EU RoHS Declaration
Mercury free Yes
RoHS exemption information Yes
China RoHS Regulation China RoHS declaration

Product out of China RoHS scope. Substance declaration for your information
Environmental Disclosure Product Environmental Profile
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https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=395834495&lang=en-us
https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=395834495&lang=en-us
https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=395834495&lang=en-us
https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=395834495&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP110902EN_V1

